1/4 




3/4 



( START 



S100 



SELECT 
GROUP OF TEST SETS 

I 



SELECT TEST PATTERN 

T 



S200 



S300 



S400 




SELECT 
FIRST/NEXT TEST SET 

T 



DISABLE NON-SELECTED 
SUBSTATIONS 



LOAD 

PROPER CHARGE SETTINGS 



PRINT TEST IMAGES 



SI OOO 

S1100 
ST 200 




ST 300 



RETURN ORIGINAL 
CHARGE SETTINGS 

3 



ST400 



ST500 



( stop 

FIG. 3 



4/4 



" \ Si 

CHARACTERIZE SYSTEM 



S800 



SELECT FIRST/NEXT CHAR GING SUBSTATIONS 



DISABLE OTHER CHARGI NG SUBSTATIONS 
* 



SET AC VOLTAGE TO FIRST VOLTAGE LEVEL 



MEASURE DOWNSTREAM VOLTAGE LEVEL 



INCREMENT CHARGE SETTING 
BY FIRST INTERVAL 



S830 



DETERMINE INTERPOLA TED CHARGE SETTING 



SET DC VOLTAGE TO FIRST VOLTAGE LEVEL 



MEASURE DOWNSTREAM VOLTAGE LEVEL 



INCREMENT CHARGE SETTING 
BY DETERMINED INTERVAL 



S805 
S870 
S815 

S820 
S825 




S835 
S840 

S845 
S850 




DETERMINE INTERPOLATED CHARGE SETTING 



S860 



S865 

lAST CHARGING SUBSTATION?" 



S870 



"RETURN TO STEP S900) 



L_ 



FIG. 4 



